HEAVY-DUTY SHOWER
BOBRICK CURTAIN ROD WITH B-207
Technical Data | CONCEALED MOUNTING
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MATERIALS:

Curtain Rod — 18-8, type-304, 20-gauge (1.0mm) stainless steel tubing with satin finish. 1" (25mm) outside diameter.
Available in lengths from 36" (915mm) up to 72" (1830mm).

Flanges (2) — 1-3/8" (35mm) diameter. Chrome-plated plastic. Bright polished finish.
Concealed Mounting Brackets (2) — Aluminum.

INSTALLATION:

Remove protective backing from tape attached to concealed mounting brackets. Position mounting brackets on opposite
shower walls and secure with screws furnished by manufacturer. For plaster or dry wall construction, provide concealed
backing to comply with local building codes, then secure brackets with screws furnished. For other wall surfaces, provide
fiber plugs or expansion shields for use with screws furnished, or provide 1/8" (3mm) toggle bolts or expansion bolts. Slide
flanges onto opposite ends of curtain rod. Position curtain rod, then screw threaded flanges onto mounting brackets.

SPECIFICATION:

Shower curtain rod shall be type-304, 20-gauge (1.0mm) stainless steel with satin finish. It shall have an outside diameter of
1" (25mm). Flanges shall be 1-3/8" (35mm) diameter chrome-plated plastic with bright polished finish. Unit shall be
equipped with concealed mounting brackets. Manufacturer’s service and parts manual shall be provided to the building
owner/manager upon completion of project.

Shower Curtain Rod shall be Model B-207 x _60 (insert length) of Bobrick Washroom Equipment
Inc., Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment
Company, Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom
Equipment Limited, United Kingdom.

The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. Rev. 8/02, R/A, SIA Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions. © 2002 by Bobrick Washroom Equipment, Inc.
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BOBRICK STAINLESS STEEL 204-1

Technical Data SHOWER CURTAIN HOOK
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MATERIALS:

18-8 S, type-304, 0.09" (2mm) diameter stainless steel.

OPERATION:
Shower curtain hooks can be used with 1" and 1-1/4" (25 and 32mm) diameter shower curtain rods.

Designer's Note: 72" (1830mm) high shower curtains of opaque white vinyl are available from Bobrick as an optional
accessory. Order Part No. 204-2 for 42" (1065mm) wide curtains (requires 7 hooks) or Part No. 204-3 for 70" (1780mm) wide
curtains (requires 12 hooks) .

INSTALLATION:

Hooks snap open to allow placement on 1" (25mm) or 1-1/4" (32mm) diameter shower curtain rods. Recommended for use
with Bobrick Models B-207, B-6047, and B-6107 stainless steel shower curtain rods.

SPECIFICATION:

Shower curtain hooks shall be 0.09" (2mm) diameter, type-304 stainless steel. Hooks shall be usable with 1" and 1-1/4" (25
and 32mm) diameter shower curtain rods. Manufacturer's service and parts manual shall be provided to the building owner/
manager upon completion of project.

Stainless Steel Shower Curtain Hooks shall be Part No. 204-1 of Bobrick Washroom Equipment, Inc., Clifton
Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment of Canada Ltd.,
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment
Limited, United Kingdom.

The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. Revised 5/98 Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions. © 1998 by Bobrick Washroom Equipment, Inc.
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SINGLE-ROLL
BOBRICK TOILET TISSUE B-685

Technical Data DISPENSER B-6857

Specify Finish Required: I [0 ModelB-685 Bright polished finish
LI ModelB-6857 Satin finish
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MATERIAL.:

Flanges and Support Arms (2) — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel. Concealed, 16-gauge (1.6mm)
stainless steel mounting bracket is welded inside each flange. Secured to wall plates with stainless steel setscrews.

Concealed Wall Plates (2) — 18-8 S, type-304, 16-gauge (1.6mm) stainless steel.
Spindle — Chrome-plated plastic. Equipped with heavy-duty internal spring.

Designer's Note: Theft-resistant spindle, which is removable only with special key provided, is available as an optional
accessory. To specify, add suffix .60 to model number. Example B-685.60.

INSTALLATION:

To remove concealed wall plates from back of flanges and mounting brackets, loosen setscrews. Mount each wall plate with
prongs at top; secure with sheet-metal screws, furnished by manufacturer, at points indicated by an S. Engage mounting
brackets onto prongs of wall plate, then secure into position by tightening setscrews at bottom of flanges.

Note: Center-to-center of concealed wall plates must be within 1/16" (1.6mm) of dimension shown.

For partitions with particle-board or other solid core, secure with sheet-metal screws furnished, or provide through-bolts,
nuts, and washers.

For hollow-core metal partitions, provide solid backing into which the furnished sheet-metal screws can be secured.

For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with
sheet-metal screws furnished.

For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal screws furnished, or provide 1/8"
(3mm) toggle bolts or expansion bolts.

SPECIFICATION:

Single-roll toilet tissue dispenser shall be type-304 stainless steel with Bng ht (insert one: bright polished or satin)
finish. Unit shall accommodate one standard-core toilet paper roll up to 5-1/2" (140mm) diameter (1800 sheets). Flanges and
support arms shall be 22- gauge (0.8mm) and equipped with concealed, 16-gauge (1.6mm) mounting brackets that are
secured to concealed, 16-gauge (1.6mm) wall plates with stainless steel setscrews. *Spindle shall be chrome-plated plastic
with a heavy-duty internal spring. Manufacturer's service and parts manual shall be provided to the building owner/manager
upon completion of project.

*To specify theft-resistant spindle as an optional accessory, add to specification: Theft-resistant spindle shall be removable only
with special key provided.

Single-Roll Toilet Tissue Dispenser shall be Model B-685 (insert model number) of Bobrick
Washroom Equipment, Inc., Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick
Washroom Equipment Company, Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia;
Bobrick Washroom Equipment Limited, United Kingdom.

The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. Revised 3/02 Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions. © 2002 by Bobrick Washroom Equipment, Inc.
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0l Ne@ | SURFACE-MOUNTED| B-674
Technical Data TOWEL BAR B-6747

Specify Model Required: | 1 Model B-674 Bright polished stainless steel |

N (J Model B-6747 Satin-finish stainless steel
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MATERIALS:

Flanges and Support Arms (2) — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel. Each flange has a concealed,
16-gauge (1.6mm) stainless steel mounting bracket. All-welded construction. Secured to wall plates with stainless steel
setscrews.

Concealed Wall Plates (2) — 188 S, type-304, 16-gauge (1.6mm) stainless steel.
Towel Bar — 18-8 S, type-304, heavy-gauge stainless steel. Seamless, 3/4" (19mm) diameter tubing.

INSTALLATION:

To remove concealed wall plates from back of flanges and mounting brackets, loosen setscrews. Mount each wall plate so
prongs are at top; secure with sheet-metal screws, furnished by manufacturer, at points indicated by an S. Engage mounting
brackets onto prongs of wall plates, then secure into position by tightening setscrews at bottom of flanges.

Note: Center-to-center of concealed wall plates must be within 1/16" (1.6mm) of the bar length dimension.

For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with
sheet-metal screws furnished. For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal
screws furnished, or provide 1/8" (3mm) toggle bolts or expansion bolts.

SPECIFICATION:

Surface-mounted towel bar shall be type-304 stainless steel with b rg ht (insert one: bright polished or satin)
finish. Flanges and support arms shall be 22 gauge (0.8mm) and equipped with concealed, 16-gauge (1.6mm) mounting
brackets that are secured to concealed, 16-gauge (1.6mm) wall plates with stainless steel setscrews. Towel bar shall be
seamless, 3/4" (19mm) diameter tubing. Manufacturer’s service and parts manual shall be provided to the building
owner/manager upon completion of project.

Surface-Mounted Towel Bar shall be Model674x24 (insert model number) of Bobrick Washroom
Equipment, Inc., Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom
Equipment of Canada Ltd., Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and
Bobrick Washroom Equipment Limited, United Kingdom.

The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. Revised 5/98 Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions. © 1998 by Bobrick Washroom Equipment, Inc.
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0N (SURFACE-MOUNTED B-671
ROBE HOOK B-6717

Technical Data

Specify Model Requiredf] OO0 Model B-671 Bright polished stainless steel
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MATERIALS:

Flange and Support Arm — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel. Concealed, 16-gauge (1.6mm) stainless
steel mounting bracket. All-welded construction. Secured to wall plate with stainless steel setscrew.

Concealed Wall Plate — 18-8 S, type-304, 16-gauge (1.6mm) stainless steel.
Cap — 188 S, type-304, 10-gauge (3.6mm) stainless steel. Welded to support arm.

INSTALLATION:

To remove concealed wall plate from back of flange and mounting bracket, loosen setscrew. Mount wall plate so prongs are
at top; secure with two sheet-metal screws, furnished by manufacturer, at points indicated by an S. Engage mounting bracket
onto prongs of wall plate, then secure into position by tightening setscrew at bottom of flange.

For partitions with particle-board or other solid core, secure with sheet-metal screws furnished, or provide through-bolts,
nuts, and washers.

For hollow-core metal partitions, provide solid backing into which the furnished sheet-metal screws can be secured.

For masonry wall, provide fiber plugs or expansion shields for use with sheet-metal screws furnished, or provide 1/8"
(3mm) toggle bolts or expansion bolts.

For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with
sheet-metal screws furnished.

SPECIFICATION:

Surface-mounted robe hook shall be type-304 stainless steel with brlg ht (insert one: bright polished, bright polished
brass, or satin) finish. Flange shall be 22 gauge (0.8mm) and equipped with concealed, 16-gauge (1.6mm) mounting bracket
that is secured to concealed, 16-gauge (1.6mm) wall plate with a stainless steel setscrew. Cap shall be 10 gauge (3.6mm),
welded to support arm. Manufacturer's service and parts manual shall be provided to the building owner/manager upon
completion of project.

Surface-Mounted Robe Hook shall be Model 671 (insert model number) of Bobrick Washroom
Equipment, Inc., Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom
Equipment Company, Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick
Washroom Equipment Limited, United Kingdom.

The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. Revised 4/02 R/A S/C Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions. © 2002 by Bobrick Washroom Equipment, Inc.
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BOBRICK RECESSED
=" \pAPER TOWEL DISPENSER| B-3900

Technical Data |AND WASTE RECEPTACLE
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MATERIALS:
Cabinet — 18-8 S, type-304, heavy-gauge stainless steel. All-welded construction. Exposed surfaces have satin finish.
Flanges — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel. Drawn and beveled, one-piece, seamless construction.

Door — 188 S, type-304, 22-gauge (0.8mm) stainless steel with satin finish. Double-pan-back construction. Secured to
cabinet with a full-length stainless steel piano-hinge. Equipped with a concealed tumbler lock keyed like other Bobrick
washroom accessories.

Paper Towel Dispenser — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin finish. Rounded towel tray has
hemmed opening to dispense paper towels without tearing. Capacity: 600 C-fold, 800 multifold, or 1100 singlefold paper towels.
Waste Receptacle — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin finish. Front and side edges of bottom

and all top edges are hemmed for safe handling. Secured to cabinet with a tumbler lock keyed like other Bobrick washroom
accessories. Equipped with interior hooks for optional vinyl liner. Capacity: 12 gal. (45.4 L).

OPERATION:

Paper towel dispenser adjusts to accommodate width of all C-fold, multifold, or singlefold paper towels by repositioning built-
in adapter tabs in one of five slots. To empty waste receptacle, unlock with key provided. Liner cannot be removed unless
waste receptacle is unlocked from cabinet. Reusable vinyl liners are available as an optional accessory: order Bobrick Part
No. 3944-12.

INSTALLATION:

Provide framed rough wall opening 16" wide x 54-3/4" high (405 x 1390mm). Minimum recessed depth required to finish
face of wall is 7-5/8" (194mm). Allow clearance for construction features that may protrude into rough wall opening from
opposite wall. Coordinate with mechanical engineer to avoid pipes, vents, and conduits. If unit projects above top of wainscot,
provide aluminum channel or other filler to eliminate gap between flange and finish face of wall. Mount unit in wall opening
with shims between framing and cabinet at all points indicated by an S, then secure unit with #8 x 1-1/4" (4.2 x 32mm) sheet-
metal screws (not furnished).

SPECIFICATION:

Recessed paper towel dispenser and waste receptacle shall be type-304 stainless steel with all-welded construction; exposed
surfaces shall have satin finish. Flange shall be drawn and beveled, one-piece, seamless construction. Door shall be secured
to cabinet with a full-length stainless steel piano-hinge and equipped with a concealed tumbler lock keyed like other Bobrick
washroom accessories. Paper towel dispenser shall dispense 600 C-fold, 800 multifold, or 1100 singlefold paper towels
without adjustment. Removable stainless steel waste receptacle shall be secured to cabinet with a tumbler lock, have front
and side edges of bottom and all top edges hemmed for safe handling, and shall have a minimum capacity of 12 gal. (45.4 L).
Manufacturer’s service and parts manual shall be provided to the building owner/manager upon completion of project.
Recessed Paper Towel Dispenser and Waste Receptacle shall be Model B-3900 of Bobrick Washroom Equipment,
Inc., Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment
Company, Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom
Equipment Limited, United Kingdom.

The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. Rev. 2/05 R/A, S/C Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions. © 2005 by Bobrick Washroom Equipment, Inc.
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BOBRICK LAVATORY-MOUNTED B-8221

WWW.BOBRICK.COM SOAP DISPENSER
Technical Data
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MATERIALS: Dia.
Piston, Spout, and Top Cover — Type-304 stainless steel with bright polished finish.
Cover Spacer — Rigid, impact-resistant polyester.
Escutcheon — Chrome-plated, high-impact-resistant ABS with bright polished finish. Concealed locking mechanism.
Body and Shank — High-impact-resistant plastic.
Valve — ABS cylinder. Stainless steel spring. U-packing seal and duckbills.
Container — Translucent, shatter-resistant polyethylene. Capacity: 20-fl oz (0.6-L).

OPERATION:

Press piston down to dispense commercially marketed all purpose hand soaps. Vandal-resistant spout can rotate 360° without damage
to unit. Escutcheon locks to body with concealed locking mechanism that is opened with special key provided. To fill from top, unlock
cover and remove piston, spout, and supply-tube assembly. Unit may also be filled by removing container from below lavatory.

Designer's Note: Bobrick liquid soap dispensers are designed to dispense commercially marketed all purpose hand soaps including
liquid and lotion soaps, synthetic detergents, and antibacterial soaps containing PCMX and/or Triclosan.

INSTALLATION:

Unit is designed for installation in 1" (25mm) diameter hole in porcelain-enameled steel, cast-iron or vitreous-china lavatories, as well
as in countertops adjacent to lavatories. Unit may be mounted in unused faucet hole or through special hole requisitioned when
lavatoryis ordered from manufacturer (specify punching location). Shank accommodates maximum 1" (25mm) mounting thickness and
can be cut in the field. Clearance required for container diameter is 3-5/16" (85mm).

SPECIFICATION:

Lavatory-mounted soap dispenser shall dispense commercially marketed all purpose hand soaps. Piston and spout assembly shall be
type-304 stainless steel with bright polished finish. Escutcheon shall lock to body with concealed locking mechanism that is opened
only with special key provided. Spout shall rotate 360° without damage to valve mechanism. Piston, spout, and supply-tube assembly
shall be removable from top for filling and maintenance. Valve shall be equipped with plastic cylinder, stainless steel spring, U-packing
seal, and duckbills. Shank shall accommodate mounting thicknesses up to 1" (25mm). Translucent, shatter-resistant polyethylene
container shall have a capacity of 20-fl oz (0.6-L). Manufacturer's service and parts manual shall be provided to the building owner/
manager upon completion of project.

Lavatory-Mounted Soap Dispenser shall be Model B-8221 of Bobrick Washroom Equipment, Inc., Clifton Park, New York;

Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, Ontario; Bobrick
Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

Theillustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. Revised 9/04 R/A, S/H PrintedinU.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions. ©2004 by Bobrick Washroom Equipment, Inc.
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CONTURA™ SERIES
BOBRICK SURFACE-MOUNTED B-4288
Techrical Dat MULTI-ROLL TOILET =

echnical Data TISSUE DISPENSER
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MATERIALS:

Cabinet — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel. All-welded construction. Exposed surfaces have satin finish. Radius
on top corners of cabinet match corners and edges of door.

Door — 188 S, type-304, 22-gauge (0.8mm) stainless steel with 18-gauge (1.2mm) stainless steel door frame. Exposed surfaces
have satin finish. Front of door is drawn, one-piece, seamless construction and has same degree of arc as other Bobrick Contura
Series washroom accessories. Radius on corners and edges of door match top corners of cabinet and other Contura Series
accessories. Secured to cabinet with two rivets. Equipped with a flush tumbler lock keyed like other Bobrick washroom
accessories.

Dispensing Mechanism, Inner Housing and Cam — 18-8 S, type-304, 18-gauge (1.2mm) stainless steel.

Spindles (2) — Heavy-duty, one-piece, molded ABS. Theft-resistant. Retained in dispensing mechanism when door is locked.

OPERATION:

Unit holds two standard-core toilet tissue rolls up to 5-1/4" (133mm) diameter (1800 sheets). Tissue rolls are loaded and locked
into dispensing mechanism. Extra roll automatically drops in place when bottom roll is depleted. Depleted rolls can only be
removed after unlocking door.

INSTALLATION:

For partitions with particleboard or other solid core, secure with four #10 x 5/8" (4.8 x 16mm) sheet-metal screws (not furnished)
at points indicated by an S, or provide through-bolts, nuts, and washers.

For hollow-core metal partitions, provide solid backing into which the sheet-metal screws can be secured. If two units are installed
back-to-back, then provide threaded sleeves and machine screws for the full thickness of partition.

For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with sheet-
metal screws.

For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal screws, or provide 3/16" (5mm) toggle
bolts or expansion bolts.

SPECIFICATION:

Surface-mounted multi-roll toilet tissue dispenser shall be type-304 stainless steel with all-welded construction, including
dispensing mechanism, inner housing and cam; exposed surfaces shall have satin finish. Front of toilet tissue dispenser door shall
be drawn, one-piece, seamless construction and shall have same degree of arc and match other Bobrick Contura™ Series
accessories in the washroom. Radius on corners and edges of door and cabinet shall complement other Bobrick Contura™ Series
washroom accessories. Door shall be secured to cabinet with two rivets and equipped with a flush tumbler lock keyed like other
Bobrick washroom accessories. Unit shall dispense two standard-core toilet tissue rolls up to 5-1/4" (133mm) diameter (1800
sheets). Extra roll shall automatically drop in place when bottom roll is depleted. Unit shall be equipped with two theft-resistant,
heavy-duty, one-piece, molded ABS spindles. Manufacturer's service and parts manual shall be provided to the building owner/
manager upon completion of project.

Surface-Mounted Multi-Roll Toilet Tissue Dispenser shall be Model B-4288 of Bobrick Washroom Equipment, Inc.,
Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment of Canada Ltd.,
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited,
United Kingdom.

The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. Revised 9/99 Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions.  © 1999 by Bobrick Washroom Equipment, Inc.
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RECESSED
BOBRICK NAPKIN/TAMPON B-3500

Technical Data VENDORS SERIES
Specify Model Required: I T Model B-3500C Free no-coin operation |
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MATERIALS:
Cabinet — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel. All-welded construction.

Door — 188 S, type-304, 18-gauge (1.2mm) stainless steel with satin finish. 7/8" (22mm) 90° return edges for maximum
rigidity. Secured to cabinet with a concealed, full-length stainless steel piano-hinge. Equipped with a stainless steel cable
door-swing limiter and two tumbler locks keyed like other Bobrick washroom accessories. Door has no brand-name
advertising for products dispensed. Can be replaced in the field. International graphic symbols identify product dispensed
and coin denomination.

Coin Mechanisms (2) — Impact-resistant ABS with satin-finish aluminum pull knobs. Coin mechanisms can be converted
in the field to any standard coin denomination without having to purchase new coin mechanisms (no-coin, single-coin, or
double-coin operation). Each coin box is equipped with a tumbler lock that opens with different key than furnished for door
locks. Coinage is designated by symbols on metal plate, which can be changed only from inside the door.

Designer's Note: If change of coin denomination is desired after installation, order Bobrick Coin Plate Replacement Kit for the
desired coinage.

OPERATION:

After coin is inserted in dispensing mechanism of patron’s choice, pulling appropriate handle dispenses boxed sanitary
napkin or tampon tube. Pull knobs operate with one hand, without tight grasping, pinching, or twisting of the wrist, and with
less than 5 pounds of force (22.2 N) to comply with barrier-free accessibility guidelines (including ADAAG in U.S.A.). Coin
slot of each dispensing mechanism is identified by an international graphic symbol. Capacity: 31 sanitary napkins and 22
tampons. Coin slots are blocked when supply is depleted. Cable door-swing limiter prevents damage to washroom accesso-
ries and walls. Vendor dispenses sanitary napkin packages measuring 3" x 1" x 4-1/4" (76 x 25 x 108mm) and tampon
packages measuring 5-1/8" long x 11/16" diameter (130 x 17mm).

continued . . .
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INSTALLATION:

Provide framed rough wall opening 15-1/8" wide x 25-1/2" high (385 x 650mm). Minimum recessed depth required to finish
face of wall is 4" (102mm). Allow clearance for construction features that may protrude into opening from opposite wall.
Coordinate with mechanical engineer to avoid pipes, vents, and conduits. If unit projects above top of wainscot, provide
aluminum channel or other filler to eliminate gap between flange and finish face of wall. Mount unit with shims between
framing and cabinet at all points indicated by an S, then secure unit with #8 x 1-1/4" (M4.2 x 32mm) sheet-metal screws (not
furnished).

SPECIFICATION:

Recessed sanitary napkin/tampon vendor shall combine two dispensing mechanisms in one cabinet to provide sanitary
napkins or tampons at user’s option. Dispensing mechanisms shall be pre-set at factory for_free (insert one: Free,
25¢, or 50¢) operation, but shall be convertible in the field to allow the change of coin denomination without purchasing new
mechanisms or removing unit from wall. Door shall be furnished with metal plates indicating specified coin denomination.
Unit shall be type-304 stainless steel with all-welded construction; exposed surfaces shall have satin finish. Door shall be 18
gauge (1.2mm); have 7/8" (22mm) 90° return edges; be secured to cabinet with a concealed, full-length stainless steel
piano-hinge; and equipped with a stainless steel cable door-swing limiter and two tumbler locks keyed like other Bobrick
washroom accessories. Pull knobs shall be operable with one hand and with less than 5 pounds of force (22.2 N) to comply
with barrier-free accessibility guidelines (including ADAAG in U.S.A.). Each coin box shall be equipped with a tumbler lock
that is keyed differently than door locks. Unit shall not carry brand-name advertising. Manufacturer’s service and parts
manual shall be provided to the building owner/manager upon completion of project.

Recessed Sanitary Napkin/Tampon Vendor shall be Model3500 (insert model number) of Bobrick
Washroom Equipment, Inc., Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick
Washroom Equipment Company, Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and
Bobrick Washroom Equipment Limited, United Kingdom.

The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. B-3500 Revised 1/02 Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions. © 2002 by Bobrick Washroom Equipment, Inc.


Dennis Donovan
free

Dennis Donovan
3500





INSTALLATION:

Mounts in toilet partition 1/2" to 1-1/4" (13 x 32mm) thick, centered through a cutout specially ordered from partition
manufacturer or field cut. Dimensions of cutout are to be 11" wide x 15-1/2" high (280 x 395mm). For factory-made cutouts,
location and size details should be furnished to partition manufacturer. For hollow-core metal partitions, solid framing into
which mounting sheet-metal screws can be secured is required.

For installation with sheet-metal screws furnished, place unit firmly in partition opening, making sure the entire perimeter of
fixed flange is tight against partition surface, then secure to partition with sheet-metal screws furnished, through four holes
in fixed flange at points indicated by an S. On other side of partition, position adjustable flange so the mounting screw holes
are not inline with mounting screw holes in fixed flange. Make sure the entire perimeter of adjustable flange is tight against
partition surface, then secure with sheet-metal screws furnished.

For through-bolting method of installation, make sure that mounting holes in adjustable flange are inline with holes in
fixed flange. Using adjustable flange as template for locating centers, drill 7/32" or 1/4" (5.5 or 6.4mm) holes through
partition. Provide four binder post and #6 (3.5mm) flat-head sheet-metal screws to secure unit and its adjustable flange.
Obtain binder posts and sheet-metal screws by ordering Bobrick Binder Post Kit No. 354-119 for partitions 1/2" (13mm)
thick or Kit No. 354-124 for partitions 3/4" to 1-1/4" (19 to 32mm) thick.

Designer’'s Note: Cutouts in Bobrick toilet partitions can be pre-cut for Bobrick partition-mounted accessories at factory if
location and size of cutouts are specified and the order for both partitions and accessories are received together.

SPECIFICATION:

Partition-mounted sanitary napkin disposal shall be type-304 stainless steel with all-welded construction; exposed surfaces
shall have satin finish. Flanges shall be drawn and beveled, one-piece seamless construction. Unit shall mount in partition
and serve two toilet compartments. Door shall be secured to cabinet with a full-length stainless steel piano-hinge and
equipped with a tumbler lock keyed like other Bobrick washroom accessories. Unit shall have a self-closing panel covering
each disposal opening. Panels shall have bottom edges hemmed for safety, be secured to door with spring-loaded, full-length
stainless steel piano-hinges, and equipped with international graphic symbols identifying sanitary napkin disposal. Unit shall
be furnished with a removable, leak-proof molded polyethylene receptacle. Receptacle shall have a capacity of 1.2 gal. (4.6
L). Manufacturer’s service and parts manual shall be provided to the building owner/manager upon completion of project.

Partition-Mounted Sanitary Napkin Disposal shall be Model B-354 of Bobrick Washroom Equipment, Inc.,
Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company,
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment
Limited, United Kingdom.

The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. B-354 Revised 2/05 Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions. © 2005 by Bobrick Washroom Equipment, Inc.





